ROLLER TABLES

ROLLER TABLES

Roller tables are an important element in an assembly line,
where ergonomics and good workflow must be ensured. The
roller tables guarantee that the wheels can be fed forward
effortlessly from unit to unit in the assembly line.

On the whole, all AHCON roller tables are supplied with steel
rollers of the highest quality.

The roller surface is made of soft plastic and is fitted with
smooth-running steel ball bearings to withstand maximum
weight load.

ROLLENTISCHE

Rollentische sind ein wichtiges Element in einer Montage-
stral3e, wenn Ergonomie und guter Arbeitsablauf gesichert
werden mussen. Die Rollentische gewahrleisten, dass die
Rader einfach und unbeschwert von einer Einheit auf der
Montagestral3e zur nachsten weitergefiihrt werden kénnen.
Insgesamt gilt, dass alle AHCON-Rollentische mit Stahlrollen
hochster Qualitat versehen sind. Die Oberflache der Rollen
ist aus weichem Plastik und mit leichtlaufenden Stahlkugel-
lagern montiert, um einer maximalen Gewichtsbelastung
widerstehen zu kénnen.

RULLEBORDE

Rulleborde er et vigtigt element i en monteringslinje, nar
ergonomien og det gode workflow skal sikres. Rullebordene
sikrer, at hjulene kan fremfares let og ubesvaeret fra enhed
til enhed i monteringslinjen.

Samlet geelder det, at alle AHCON rulleborde er monteret
med stalruller af hgjeste kvalitet.

Rullernes overflade er af bled plast, og monteret med
letlesbende stalkuglelejer for at kunne modstd maximal
veegtbelastning.
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ROLLER TABLES ROLLENTISCHE RULLEBORDE
Roller tables with galvanized legs and steel Rollentische mit galvanisierten Stitzen und Rulleborde med galvaniserede ben
rollers. Stahl Rallen. og stalruller.
The roller tables can be combined with more Die Rollentische werden mit weiterem Gerat Rullebordene kombineres med avrigt
AHCON equipment to a complete assembly line. zu einer kompletten Montagestral3e kombiniert. udstyr til en komplet montagelinje
COLOURS VEHICLE MAX LOAD
== (0
. 5% = T B ﬂ 65 KG/143 LBS
7016 MC CAR VAN  4x4
MODEL ITEM NO. DIMENSIONS (H) X (W) X (L)
ROLLER TABLE 600 (L) 560 02 000 700 MM (H) X 660 MM (W) X 585 MM (L) / 27.5" (H) X 26" (W) X 23" (L)
ROLLER TABLE 800 (L) 560 05 000 700 MM (H) X 660 MM (W) X 890 MM (L) / 27.5” (H) X 26" (W) X 35" (L)
ROLLER TABLE 1200 (L) 560 12 000 700 MM (H) X 660 MM (W) X 1.285 MM (L) / 27.5" (H) X 26" (W) X 50.6” (L)
ROLLER TABLE 1500 (L) 560 15 000 700 MM (H) X 660 MM (W) X 1.545 MM (L) / 27.5” (H) X 26” (W) X 80.8” (L)
ROLLER TABLE 1630 (L) 3-10 degrees 560 16 002 700 MM (H) X 660 MM (W) X 1.630 MM (L) / 27.5” (H) X 26" (W) X 64.2” (L)

OPTIONS / ZUBEHOR / EKSTRAUDSTYR / ROLLER TABLES

|| assemBLy FTTING 900 99 024
|| roLLER sET 900 99 013
Supply table for 3 wheels.
Hor s o ablo gradiont of 310° | | EXTENSION TABLE 500 900 99 023
D EXTENSION TABLE 600 900 99 009

\ e— :
For stable and durable connection Roller set with 2 rollers with a drop of 35°, which provides Extension table 500 is with 4 steel rollers.
of roller tables. the perfect ergonomic transition to,for example, the WCL The last 2 rollers have a drop of 35° so that the table
or the balancing machine in the assembly line. provides the perfect ergonomic transition to, for example,

the balancing machine in the assembly line.

Extension table 800 is with 1 set of galvanized legs and
5 pcs. steel rollers. The Extension table can be used in
combination with the inflation stations and other AHCON
products in an assembly line.
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